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Cast Iron Installation Instructions

Important Information:

Please check the products for transport damage and that contents are complete
before installation.
Consult a qualified plumber if you have any problems installing this product.
Complaints made following installation regarding the above cannot be accepted.

Sheraton/Waldorf/Bentley
FEET INSTALLATION INSTRUCTIONS
Before you begin

CAUTION: Risk of personal injury or product damage, Cast Iron Baths are heavy,
be prudent and get help when it comes to lift up the bathtub.
To ensure that this product is installed correctly, please read the following instructions very
carefully, before the installation of the feet. We strongly advise that the installation should be done
by a qualified plumber. Also be sure that your installation conforms to local plumbing codes.
Recommended Tools and Materials:
Adjustable wrench, cardboard sheet and torque wrench.

BALL G&H FOOT

IMPERIAL FOOT

1. Turn the bathtub upside down on a cardboard sheet to avoid any damage to
the enamelled surface, this operation needs to be done in a very careful manner.
2. Some models have different feet configurations for each lug. If this is the case,
you will find 4 letters on the inside part of each foot, which should be attached
to the lug with the corresponding letter.
3. Slot the angled bolt into the lugs, and afterwards connect the feet to the lugs
by means of the nut and washer. Note that in first place the nut must be
hand tightened. Please note that as long as the feet are maintaining full contact
with the bathtub, it’s not imperative that the feet lug makes full contact with the
bathtub lug.
4. Now you can adjust the feet to its exact location on the bathtub, for that you
can use the openings on both feet and bath. When you’ve reached the exact
concordance between feet and bath, you must tighten the nut very firmly,
using a torque wrench to 25mm - 18.44 foot/pounds.
5. Carefully place the bath in its normal position.
6. All of the feet have levelling bolts on their lower extremity.
Adjust these as necessary.
7. Complete the plumbing in of waste and pipework.
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Before you begin

CAUTION: Risk of personal injury or product damage, Cast Iron Baths are heavy,
be prudent and get help when it comes to lift up the bathtub.
To ensure that this product is installed correctly, please read the following instructions very
carefully, before the installation of the feet. We strongly advise that the installation should be done
by a qualified plumber. Also be sure that your installation conforms to local plumbing codes.
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1. Turn the bathtub upside down on a cardboard sheet to avoid any damage to
the enamelled surface, this operation needs to be done in a very careful manner.
2. Each of the feet is marked with the letters C and D, two of them with the C
letter and the other 2 with the D letter, the feet must be attached to the lugs that
have this reference. Note that the C feet are not interchangeable with the D feet.
3. Slot the angled bolt into the lugs, and afterwards connect the feet to the lugs by
means of the nut and washer. Note that in first place the nut must be
hand tightened. Please note that as long as the feet are maintaining full contact
with the bathtub, it’s not imperative that the feet lug makes full contact with the
bathtub lug.
4. Now you can adjust the feet to its exact location on the bathtub, for that you
can use the openings on both feet and bath. When you’ve reached the exact
concordance between feet and bath, you must tighten the nut very firmly, using a
torque wrench to 25mm - 18.44 foot/pounds.
5. Carefully place the bath in its normal position.
6. All of the feet have levelling bolts on their lower extremity.
Adjust these as necessary.
7. Complete the plumbing if of waste and pipework.
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IMPORTANT
The manufacturing process used in the enamel of a cast iron bath involves
a thick coat of powder enamel being fused to the surface of a red hot bath. Evidence of this is
reflected in individual characteristics inherent in every bath, such as dimples, a degree of surface
ripple and small black specks. These are quite normal and will not affect the life of your bath.

CARE & CLEANING
To maintain the condition of your bath, rinse well imediatelly after use and dry with a soft cloth.
Cast Iron Enameled Surface
Clean regularly with a non-abrasive cleaner. If in doubt, please contact your showroom or customer
services prior to installation. This bath should be dried after each use. Avoid dripping taps. Imperial
Bathrooms recommends that only cleaning products appoved by the VEA are used on the enamel.

Metal
Parts with Chrome/Gold finish should be cleaned with a damp soft cloth only. The use of detergents and
abraisive cleaning agents should be avoided as these will cause damage to the finish of the metal.

EXTERIOR PAINTING ON TOP OF THE PRIMER COATING
To execute the final painting on the exterior of the bathtubs there are some simple steps that
need to be done in order to ensure that everything is performed in the correct way so you can
ensure its maximum properties.
- The first step depends on the type of process that’s going to be used, if you are going to
use an air spray gun (aerographic), or some brushes or rollers in a typical manual process.
- If you are opting for the spray gun process, we strongly suggest that the enameled
covered surface of the bathtub must be masked first (it is possible to find masking tape in
any paint shop store), otherwise you can get some serious overspraying in the enamel,
which leads to lot’s of unnecessary hard work in removing it, with solvents.
- Care must be taken in the handling of the bathtubs, so that the enamel won’t be
damaged, and keep in mind that the bathtubs are considerably heavy.
- Then care must be taken to ensure that the ready to paint surface, is free from impurities
such as dirt, grime, dust, oil, grease (grease can arise from the contact with the fingers), etc.
To ensure this, the surface shall be sanded, this task can be performed manually with a
sand paper in the 120 to 320 mesh range (lower grains can produce noticeable scratches
in the painting), if you have access to air pressure devices, we suggest that afterwards you
spray the bathtub with some clean air, if you don’t you can pass a smooth cloth all over the
bathtub. Note: this is a very important step - if it is not followed it can bring problems of
paint adhesion in the future.
- Then the bathtub is ready to paint, you can use any kind of paint, because the primer
that’s being used is a universal primer, and therefore compatible with any oil based or
polyurethane paint. At that moment you must follow the individual instructions of the final
paint (mixing ratios of paint/hardener, temperatures, drying time, etc).
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